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DECLARATION OF PERFORMANCE
No. A04-4P23SF-HF1-D-130317

1. Unique identification code of the product-type:
A04-4P23SF-HF1

2. Type, batch or serial number or any other element allowing identification of the construction product as required under Article
11(4): HCS PIN H6A-00452, H06-00452, H6A-00453, H07-00402, H07-00412, H07-00422, H07-004L2, H7A-0040K, H7A-
0041K, H7A-0042K, H7A-00402, H7A-00412, H7A-00422, H7B-00402, H7B-00412 or H08-00402.

3. Intended use or uses of the construction product, in accordance with the applicable harmonized technical specification, as foreseen by
the manufacturer:
Copper Communication Cables in buildings and other civil engineering works with the objective of limiting the generation
and spread of fire and smoke

4. Name, registered trade name or registered trade mark and contact address of the manufacturer as required under Article 11(5):
HCS - HES Cabling Systems _
Head Office: Ikitelli Osb. Mah. 8. Cad. Boypas Blok No: 3a Basaksehir/ Istanbul, Tiirkiye
Phone +90 212 438 25 75 (pbx)
Fax +90 212 438 25 74

E-mail info@hescs.com

5. System of assessment and verification of constancy of performance of the construction product as set out in CPR, Annex V:
System 3

6.  Notified product certification body: No. 1722

7. Declared performance

Essential characteristics | Performance Harmonized technical specification
Reaction to fire Dca-sla,dl,al EN50575:2014

Dangerous substances None

8. The performance of the product identified in points 1 and 2 is in conformity with the declared performance in point 7.
This declaration of performance is issued under the sole responsibility of the manufacturer identified in point 4.

Signed for and on behalf of the manufacturer by:

Cihat Tunchilek

Product & Product
Development Manager

Istanbul, 1 January 2025
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