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CERTIFICATE OF CONSTANCY OF PERFORMANCE

1783-CPR-869

ln compliance with Regulation (EU) 30512011 of the European Parliament and of the Council of 9 March 2011 (the Construction Products
Regulation or CPR), this certificate applies to the construction product

Cable Type : A/J-VQ(ZN)H(SR)H

Reaction to Fire Performance: Gca, sia, d2, al

(scoPE rs AT THE ATTAGHMENT)

placed on the market under the name or trade mark of

HCS KABLOLAMA SiSTeULERi SAN. VE TiC. A.g.
oRUq REis MAHALLES| civirvrxENT siTEsi vnoi cAD. No:3/A ESENLER l isrRNeul

and produced in the manufacturing plant

ERCIYES MAH. HES CAD. NO.2 2 P.K.245 3821 O HACI LAR.KAYSERinU nriYe

This certificate attests that all provisions concerning the assessment and verification of constancy of performance described in Annex ZA
of the standard(s)

EN 50575: 2014 + A1: 2016

under system 1 + for the performance set out in this certificate are applied and that the factory production control conducted by the
manufacturer is assessed to ensure the

constancy of performance of the construction product .

This certificate was first issued on 17.08.2018 and will remain valid as long as neitherthe harmonised standard, the construction product,
the AVCP methods nor the manufacturing conditions in the plant are modified significantly, unless suspended or withdrawn by the notified
product certifi cation body.
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This oertillcate cannof be a1tercd. nartiallv dublicated or ereased tbr rnisur:dersiandinq.

Ali Fuat COLAK
Deputy Director of Directives
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ATTACHMENT OF THE CERTIFICATE OF CONSTANCY OF PERF'ORMANCE

PRODUCT DESCRIPTION:

Desiqnation of cable familv Fiberootic // A/J-VQ(ZN)H(SR)H
Fiber count 2-12

RE LEVANT CO'VS TR U CTI O N AL I N FO RM ATI O N :

Cable design Tight Coated Fiber , Unfilled, Metallic Armoured, Double
Jacket

Sinole Tube / Multitube Multitube
Concentric shield Does not include
Armour lncludes

ELECTRIC CABLES.EXTENDED APPLICATION OF TEST RESUITS FOR REACTION TO FIRE
IS CtC TS 50576:

Covered field
XArmoured
nUnarmoured multicore
nSingle core sheated
nSingle core unsheated
nCable family including diameter < Smm
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ficate of Constancy of Performance, 1783-CPR-869.
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This certificate cannot be alteled, partially dublicated or. ereased tbr rnisur:derstanding.


